NOTE :

BRICK FOR MASONRY.
TO COMPLTY WITH THE

LATEST S.H.A.
SPECIFICATIONS.

PLAN

(SHOWN WITHOUT TROUGH SLAB)

IZE, TYPE AND DIRECTION
OF INLET CONNECTION WILL
VARY TO SUIT CONDITIONS.

STANDARD 'E' GRATE AND
FRAME WITH CUT FLANGE.
SEE STANDARD MD-376.12-01
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SEE NOTE 2—*—\—:::::?_1._.'T

SEE NOTE 3

GENERAL NOTES

1.INLET SHALL BE CONSTRUCTED OF REINFORCED CONCRETE
2 (3,000 PSI).

MIX NO.

2.WHEN DEPTH IS LESS THAN 7'-0",
SHALL BE ONE LAYER OF NO.
TWO WAYS. AND HAVE 3" COVER ON INSIDE.
DEPTH IS GREATER THAN 7'-0" AND LESS THAN 15°-0".

C/Cs

4 DEFORMED BARS e 6"

WALL REINFORCEMENT TO BE TWQ LAYERS OF NO. 4

DEFORMED BARS

OUTSIDE OF WALL WITH 2" COVER,

3.BASE REINFORCEMENT SHALL BE ONE
4 DEFORMED BARS e 6"

LAYER OF NO.
C/Cs
TOP OF BASE.

4.FROM CURBL INE.

TWO WAYS,

@ 6" C/Co TWO WAYS., ON INSIDE AND

WITH 2" COVER FROM

INLET HAS BEEN

DESIGNED FOR HS-25 LOADING.,
ACCORDING TO AASHTO LRFD BRIDGE
DESIGN SPECIFICATIONS AND FOR A

MAXIMUM DEPTH

OF 15°-0".

WALL REINFORCEMENT
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SECTION B-B
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SECTION A-A
FOR UNDEPRESSED INLETS USE
WHEN NORMAL PAVEMENT SLOPE.
FOR DEPRESSED INLETS
SEE STANDARD MD-374.65
W=1=1/7

FOR SPECIAL CURB SEE
STANDARD MD-376.24
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BRICK OR CONCRETE CHANNEL
TO SLOPE AT LEAST 2" PER
FOOT TOWARD QUTLET
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